
BELZONA REPAIRS AND PROTECTS CYANIDE CONTAINMENT AREA

ID: 7501

Industry: Mining & Quarrying Customer Loca�on: Gold mine, Mauritania
Applica�on: FPA-Floor Problem Areas                           Applica�on Date: August 2016
Substrate: Concrete
Products: * Belzona 4131 (Magma Screed) , 

Problem
Concrete pump plinths and the containment areas needed protec�on against chemical a�ack to avoid spalling and poten�al
contamina�on of the ground due to loss of containment.

Photograph Descrip�ons
* 1. Chemical storage tanks area.  2. Applica�on of Belzona 4131 to walls and concrete plinths  in progress 3. Containment area
rebuilt and protected with Belzona 4131 , 

Applica�on Situa�on
Containment area for Cyanide tanks and pumps.

Applica�on Method
Applica�on was carried out in accordance with Belzona Know-How System Leaflets FPA-1 and FPA-3.

Belzona Facts
All repair work was carried out quickly without interrup�ng produc�on plans which are especially cri�cal in the mining sector.
Contractor supervising the works with Belzona 4131 reported that a�er one year the applica�ons were all in perfect condi�on. End
customer is currently undertaking new repair  jobs to resurface and protect concrete areas exposed to poten�al chemical a�ack. 

For more examples of Belzona Know - How In Ac�on, please visit h�ps://khia.belzona.com
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