
Belzona 3211 Used for Fuel Pipeline Insula�on inside Engine Room

ID: 7728

Industry: Marine Customer Loca�on: Croa�a, Marine
Applica�on: TCC-Tanks and Chemical Containment

Areas          
Applica�on Date: January 2003

Substrate: Stainless-steel
Products: Belzona 3211 (Lagseal),

Problem
Insula�on on various complex geometries required waterproofing. Other solu�ons considered for this applica�on were rejected
due to Health & Safety concerns.

Applica�on Situa�on
The applica�on took place in Rijeka shipyard, Croa�a, on two newly built vessels - a Whitefin Shipping Chemical Tanker and a
Gibraltar Chemical Tanker.

Applica�on Method
The applica�on was carried out in accordance with Belzona Know-How System Leaflet TCC-4.

Belzona Facts
Belzona 3211 is weather and fire resistant, and conforms to the requirements for ‘Class A’ in accordance with ‘ASTM E84’. It would
not add to a fire and also would not create poisonous gases in case there was ever a fire.

For more examples of Belzona Know - How In Ac�on, please visit h�ps://khia.belzona.com
ISO 9001:2015
FS 695214
ISO 14001:2015
EMS 695213

Belzona products are
manufactured under an ISO
9000 Registered Quality
Management System.
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