
Belzona® Provides Protec�on for State-owned Refinery Tower

ID: 8240

Industry: Oil & Gas Customer Loca�on: State-owned oil refinery plant in Hunan,
China

Applica�on: TCC-Tanks and Chemical Containment
Areas          

Applica�on Date: January, 2016

Substrate: Carbon steel
Products: * Belzona 1391T , 

* Belzona 5892 , 

Problem
This complex tower in an oil refinery plant has been corroded by acid and alkali substances(such as H2S, SO2, H2SO3, H2SO4,
NaOH) for a long �me, resul�ng in the failure and cracking of the original coa�ng. The stainless steel bracket inside the tower
also appears various degrees of corrosion.

Photograph Descrip�ons
* 1. Refinery tower; 2. Failed original coa�ng; 3. Coa�ng applica�on completed; 4. Coa�ng remains intact a�er 1-year service , 

Applica�on Situa�on
The opera�ng temperature of the refinery tower is between 60 ℃ and 120 ℃.

Applica�on Method
Applica�on carried out in accordance with Belzona Know-How System Leaflet TCC-3.

Belzona Facts
A�er Belzona coa�ng has been in service for one year within an environment which contains acid and alkali
substances(H2S SO2 H2SO3 NaOH), according to on-site inspec�on, the overall surface of the inner coa�ng looks very smooth,
showing no leaking, shedding, bulging, cracking or other failure symptoms. Vessels protected with Belzona coa�ng are easy to clean
and able to con�nuously meet the requirements of an�-corrosion design and an�-corrosion protec�on requirements for the safe
opera�on of the refinery.

For more examples of Belzona Know - How In Ac�on, please visit h�ps://khia.belzona.com
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