
Belzona 4181 Repairs Secondary Containment Systems in Sweden

ID: 9789

Industry: Steel & Metal Processing Customer Loca�on: Torshälla, Sweden
Applica�on: TCC-Tanks and Chemical Containment

Areas          
Applica�on Date:  2024

Substrate: Concrete
Products: Belzona 4181 (AHR Magma-Quartz),Belzona 4911 (Magma TX Condi�oner),Belzona 4981 (Magma HT

Condi�oner)

Problem
The highly corrosive environment (hydrofluoric, nitric and sulfuric acid) of this secondary containment area below a picking line
was suffering extreme erosion on the 550m2 of concrete and its failing GAP-coa�ng. 

Extent of the chemical a�ack. Belzona 4181 rebuilding the
damage.

Applica�on in progress. Completed.

Applica�on Situa�on
Every steel mill that refines its product through pickling or electrolytes has issues with harsh chemicals. During a planned shutdown,
an inspec�on revealed the extent of the damage to the concrete.

Applica�on Method
We started by water-je�ng the old concrete and then we recast the old gu�ers and channels, we then raised the containment
edge. Followed by the condi�oning of Belzona 4911 to the areas to be coated. And then finished of by applying Belzona 4181.

Belzona Facts
Tes�ng at a third-party laboratory, and other work were done before the applica�on was approved by the customer.

For more examples of Belzona Know - How In Ac�on, please visit h�ps://khia.belzona.com
ISO 9001:2015
FS 695214
ISO 14001:2015
EMS 695213

Belzona products are
manufactured under an ISO
9000 Registered Quality
Management System.

www.belzona.com

Copyright © Belzona Interna�onal Limited 2025

https://khia.belzona.com

